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mark and occulting white light, in-
stead of the lights prescribed in § 118.65. 

(c) The District Commander may re-
quire or authorize the marking of the 
centerline of the navigation channel 
drawspan of floating drawbridges with 
a special mark, diamond in shape, yel-
low in color, and with a high intensity 
retroreflective material border. The 
District Commander may require or 
authorize the mark to exhibit a flash-
ing yellow light Morse Code ‘‘B’’ char-
acteristic. The mark may not be visible 
when the drawspan is in the open posi-
tion. 

[CGD 84–022, 51 FR 16313, May 2, 1986] 

§ 118.120 Radar reflectors and racons. 
The District Commander may require 

or authorize the installation of radar 
reflectors and racons on bridge struc-
tures, stakes, or buoys. Radar reflec-
tors are used to mark the location of 
the edge of the navigation channel or 
bridge channel piers. Racons are used 
to mark the centerline of the channel. 

[CGD 84–022, 51 FR 16313, May 2, 1986] 

§ 118.130 Fog signals. 
On waterways where visibility is fre-

quently reduced due to fog or other 
causes, the District Commander may 
require or authorize the installation of 
one or more fog signals to warn the 
navigator of the presence of the bridge. 
The fog signals must conform to the in-
stallation, range, and sound fre-
quencies provisions in Subpart 67.10 of 
Part 67 of this chapter. If more than 
one fog signal is installed on a bridge 
or in the vicinity, their characteristics 
must be different to distinguish each 
signal. The fog signals must be direc-
tional to the fullest extent possible to 
minimize adverse impact on local resi-
dents. 

[CGD 84–022, 51 FR 16313, May 2, 1986] 

§ 118.140 Painting bridge piers. 
The District Commander may require 

painting the sides of bridge channel 
piers below the superstructure facing 
traffic white or yellow when they are 
significantly darkened by weathering 
or other causes so as to be poorly visi-
ble against a dark background. 

[CGD 84–022, 51 FR 16314, May 2, 1986] 

§ 118.150 Traveller platforms. 
The District Commander may require 

under deck traveller platforms which 
may significantly reduce the vertical 
clearance when operated over naviga-
tion channels at night to be lighted 
with quick flashing red lights on each 
of the four lower corners. 

[CGD 84–022, 51 FR 16314, May 2, 1986] 

§ 118.160 Vertical clearance gauges. 
(a) When necessary for reasons of 

safety of navigation, the District Com-
mander may require or authorize the 
installation of clearance gauges. Ex-
cept as specified in § 117.47(b) of this 
chapter for certain drawbridges, clear-
ance gauges must meet the require-
ments of this section. 

(b) Clearance gauges must indicate 
the vertical distance between ‘‘low 
steel’’ of the bridge channel span and 
the level of the water, measured to the 
bottom of the foot marks, read from 
top to bottom. Each gauge must be in-
stalled on the end of the right channel 
pier or pier protection structure facing 
approaching vessels and extend to a 
reasonable height above high water so 
as to be meaningful to the viewer. 
Other or additional locations may be 
prescribed by the District Commander 
if particular conditions or cir-
cumstances warrant. 

(c) Construction. Each gauge must be 
permanently fixed to the bridge pier or 
pier protection structure and made of a 
durable material of sufficient strength 
to provide resistance to weather, tide, 
and current. Gauges may be painted di-
rectly on the bridge channel pier or 
pier protection structure if the surface 
is suitable and has sufficient width to 
accommodate the foot marks (gradua-
tions) and numerals. 

(d) Numerals. (1) Each gauge must be 
marked by black numerals and foot 
marks on a white background. Paint, if 
used, must be of good exterior quality, 
resistant to excessive chalking or 
bleeding. Manufactured numerals and 
background material may be used. 

(2) The size, type, and spacing of nu-
merals must conform to the Standard 
Alphabets for Highway Signs and the 
following table. The nominal day visi-
bility distance is the distance at which 
the clearance information needs to be 
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